
ALVALIGHT.COM          P: 510 993 0898  

Left: 20.5 Sconce in Black with Island Breeze Resin
Right: 10” Panel with Optional Door Number Plaque

Linear Cross Resin 
25.5 Sconce with Optional Door Number Plaque in Black

Faux Alabaster Resin 
30.5 Sconce in Enviro Oil Rubbed Bronze

Amelia



UL ADA BAA JA8
OPTIONAL

Amelia

ALVALIGHT.COM   P: 510 993 0898  SPECIFICATIONS SUBJECT TO CHANGE, REVISED 08/2023

PN20, Enviro Oil-Rubbed Bronze PN15, Graphite PN10, Matte Black PN5, Matte Black

PA N E L L E N G T H  O P T I O N S :

Delivered Lumens

Resin Shade 636
Acrylic Shade 790

10.5in

15.5in

20.5in

25.5in

30.5in

42in

50.5in



BURANO, B

LINEAR CROSS, LC

GOLD SHIMMER, GSISLAND BREEZE, IB

Resin Shade Options  Vandal resistant, architectural resin by ALVA®

AUTUMN, A

ENVIRO SATIN NICKEL, ESN ENVIRO OIL-RUBBED BRONZE, EOB

Metal Powder Coat Finish Options:

O R D E R  C O D E : 

A
Autumn
B
Burano
FA
Faux Alabaster
GS
Gold Shimmer
IB
Island Breeze
LC
Linear Cross
R
Rain
W
White
WO
White Opal Acrylic

ESN 
Enviro Satin Nickel
EOB 
Enviro Oil-Rubbed Bronze

ESB
Enviro Satin Brass
GR  
Graphite
DB
Dark Bronze
WHT 
White

BLK  
Black
CP 
Custom RAL Finish

AU 9

DARK BRONZE, DB

MATTE WHITE, WHT

MATTE BLACK, BLK

GRAPHITE, GR

PN5
Extends 5” below fixture
PN10
Extends 10” below fixture
PN15
Extends 15” below fixture
PN20
Extends 20” below fixture

PN30 
Extends 30” below fixture

PN40
Extends 40” below fixture

FAMILY LED MODULE CCT CRI MODEL SHADE PATTERN POWDER COAT FINISH

DPP
Door Panel Plaque

2700
2700K
3000
3000K
3500
3500K
4000
3500K

Amelia

DOOR PANEL PLAQUE 
(OPTIONAL MUST SPECIFY)

JA8

JA8 
(OPTIONAL)

SPECIFICATIONS SUBJECT TO CHANGE, REVISED 08/2023

Left: 20.5 Sconce in Black with Island Breeze Resin
Right: 20.5 Sconce with Optional Door Number Plaque

WHITE OPAL ACRYLIC, WO ENVIRO SATIN BRASS, ESB

WHITE RESIN, W FAUX ALABASTER, FARAIN, R

CUSTOM RAL ALSO AVAILABLE

PANEL LENGTH
(OPTIONAL MUST SPECIFY)

L10W AMELIA

INPUT 
VOLTAGE

120
120V
277
277V

AMELIA


